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IMPORTANT! ς READ BEFORE INSTALLATION 

¶ When installed in accordance with these instructions, the front protection bar does 

not affect the operation of the vehicleôs SRS airbags. 

¶ This product must be installed exactly as per these instructions using only 

hardware supplied. 

¶ Take a few moments to read instructions thoroughly before beginning work. 

¶ In the event of damage to any bar component please contact OFFROAD ANIMAL 

to arrange repair/replacement of components. 

¶ Do not use this product for any vehicle make or model other than that specified on 

these instructions. 

¶ Do not remove labels from this product. 

¶ This product and its fixings must not be modified in any way unless stated in these 

fitting instructions. 

¶ The installation of this product is recommended for trained personnel. 

¶ These instructions are correct at time of publication. OFFROAD ANIMAL cannot 

be held responsible for the impact of any changes subsequently made by the 

vehicle manufacturer. If you find something has changed please contact us to let 

us know! 

¶ During installation it is the duty of the installer to check correct 

operation/clearances of all components. 

¶ If Instructions are to be printed for reference in the workshop, it is recommended 

that they are printed in colour, for best legibility.  
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BOLT TORQUE SETTINGS 

Use the following bolt torques on all general fasteners, unless otherwise specified. 

GENERAL FASTENERS 

Size Torque Nm 

M5 5 Nm 

M6 9 Nm 

M8 22 Nm 

M10 44 Nm 

M12 77 Nm 

Use the following bolt torques on all structural front bar mount and tow point fasteners, and rear 

towbar fasteners, unless otherwise specified. 

FRONT BAR MOUNTS AND TOW POINTS 
+ REAR TOWBAR 

Size Torque Nm 

M10 57 Nm 

M12 100 Nm 

M14 164 Nm 

M16 248 Nm 

Always use a torque wrench to set correct torque settings. Ensure torque wrench is set to Nm unit 

of measurement. Otherwise perform conversion to lb-ft.   

Only wash the product with a PH neutral car wash to prevent paint damage and 

discolouration.  

 

Plastic parts may be maintained with silicone spray. 

 

Do not use acidic or alkaline based cleaning products. 

 

 

It is important to perform regular checks (pre trip or on an annual basis) on the installed 

product. Checks include: 

¶ Visual inspection for damage (eg. cracks, chips, dents etc.) 

¶ Electrical wiring is not rubbing anything or worn out 

¶ Bolts are torqued to correct specification (see torque guide below) 

 

 

For touching up small stone chips, Offroad Animal recommends the following paint 

products: 

¶ Dupli-Color Trim & Bumper Paint Black (TB101) 

¶ VHT Hood, Bumper & Trim Paint Black (SP27) 
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IMPORTANT: Check all parts are present before beginning work! Contact OFFROAD ANIMAL 

if something is missing. 

Main Parts ς In the Box 

Qty Part Number Description Image 

1 
FB-IDM-RG-
24-PR-ASM1 

D-MAX MY24 
Facelift Predator 
Bar Welded Assy 

 
OR 

1 
FB-IDM-RG-

24-TOR-ASM1 

D-MAX MY24 
Facelift Toro Bar 

Welded Assy 

 

 

1 
FB-IDM-RG-

21-PR-ASM2R 
ISUZU DMAX 21+ 
IMPACT ASSY RH 

 

1 
FB-IDM-RG-

21-PR-ASM2L 
ISUZU DMAX 21+ 
IMPACT ASSY LH 

 
OR 

1 
FB-MBT-TF-25-

PR-ASM2R 

BT-50 TF MY25 
Facelift Impact 
Assembly RH 
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1 
FB-MBT-TF-25-

PR-ASM2L 

BT-50 TF MY25 
Facelift Impact 
Assembly LH 

 
 

1 
FB-IDM-RG-

21-PR-ASM3R 

ISUZU DMAX 21+ 
TOW POINT ASSY 

RH 

 

1 
FB-IDM-RG-

21-PR-ASM3L 

ISUZU DMAX 21+ 
TOW POINT ASSY 

LH 

 

1 
FB-IDM-RG-
24-PR-ASM2 

D-MAX MY24 
Facelift Mesh 

Fairlead Welded 
Assembly 

 

1 B-0822 
WL Predator 
Number Plate 

Bracket 

 

1 B-1286R 
D-MAX MY24 

Facelift Fog Light 
Bracket RH 

 

1 B-1286L 
D-MAX MY24 

Facelift Fog Light 
Bracket LH 
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1 B-1287 
D-MAX MY24 

Facelift Pan Brace 

 

1 B-1293R 
D-MAX RG 

Headlight Corner 
Infill Bracket RH 

 

1 B-1293L 
D-MAX RG 

Headlight Corner 
Infill Bracket LH 

 

2 B-1296 
D-MAX MY24 

Facelift Grille Infill 
Brace 

 

1 U-0036 
Isuzu DMAX 2021+ 
Predator Bash Plate 

 

 

1 U-0037R 
Isuzu DMAX 2021+ 

Predator Side 
Underpanel RH 

 

1 U-0037L 
Isuzu DMAX 2021+ 

Predator Side 
Underpanel LH 

 
OR 

1 U-0114R 
MU-X MY25 Facelift 
Side Underpanel RH 

 



Offroad Animal FB-IDM-RG-24-PR-ASM0 + FB-IDM-RG-24-PR-ASM3 D-MAX Blade
 Fitting Instruction Predator & Toro Front Bar 
 

REV B 13/10/2025 Page 6 of 86 

1 U-0114L 
MU-X MY25 Facelift 
Side Underpanel LH 

 

 

1 U-0041 
DMAX 21+ 

Supplementary 
Underpanel 

 

4 CPHP035 

Plastic Hole Insert, 
22MM, Black, 

Tigerlink Hardware 
CPHP035  

1 F-0031R 
D-MAX MY24 

Facelift Grille Infill 
RH 

 

1 F-0031L 
D-MAX MY24 

Facelift Grille Infill 
LH 

 

1 
FB-IDM-RG-

21-PR-ADRCP 
ADR Compliance 
Plate DMAX 21+ 

 

1 OFA-LOGO 
Offroad Animal 

Metal Logo 

 

1 FI Note 
Fitting Instruction 

Note 
N/A 

1 
TK-FB-IDM-

RG-24 

Tape Kit - D-MAX 
24+, 3M5952, 
2x 30x6mm, 
 2x 50x6mm, 
2x 75x15mm 

N/A 

2 PWS-SIDE-275 
Pinch Weld PWS53S 

- Side Bulb Seal 
275mm 

N/A 
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TORO ONLY 

2 B-0649 
Toro Antenna 

Bracket - 90 Degree 
Tall 

 

1 B-1292R 

D-MAX MY24 
Facelift Toro 

Indicator Bracket 
RH  

1 B-1292L 

D-MAX MY24 
Facelift Toro 

Indicator Bracket 
LH  

2 
LED 

Autolamps 
80AW 

LED AUTOLAMPS 
80AW LED 

INDICATOR PARKER 
COMBO LIGHT, 
SINGLE BLISTER 

PACK  

 

1 
HPH-IDM-RG-

24 

Offroad Animal 
High beam piggy 

back adapter to suit 
Isuzu DMAX 
MY2024+ 

N/A 

1 CAT6-IDMB-Q 

Dmax (24+) - 
Indicator and 

Highbeam 
Piggyback (PAIR) 

N/A 
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PREDATOR Fasteners ς Contained in Small Parts Kit Bag 

Qty Part Number Description 

35 M6x16 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M6X16X1 GR12.9, ISO4042 
ZnNi BLACK PASSIVATED FINISH 

35 M6 FLAT WASHER BLACK 
ZINC 

M6 Flat Washer, 12x6.1x1, ISO4042 ZnNi BLACK 
PASSIVATED FINISH 

16 M6 FLANGE NUT Flange Nut, M6x1 G8.8 ZP 

10 M6CN3MM CAGE NUT M6x2.6-3.5 

2 M8 X 20 HEX Bolt Hex, M8X20x1.25, GR8.8 ZP 

2 M8 X 16 BHCS BZP SCREW, BUTTON HEAD CAP, M8X16X1.25 GR12.9, 
ISO4042 ZnNi BLACK PASSIVATED FINISH 

4 M8 X 20 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M8X20X1.25, ISO4042 ZnNi 
BLACK PASSIVATED FINISH 

4 M8 X 30 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M8X30X1.25, ISO4042 ZnNi 
BLACK PASSIVATED FINISH 

4 M8 HD FLAT WASHER M8 FLAT WASHER - High Tensile 19x8x1.9mm 

10 M8 HD FLAT WASHER - BZP M8 FLAT WASHER - High Tensile 19x8x2mm, ISO4042 
ZnNi BLACK PASSIVATED FINISH 

2 M8 NYW Washer, M8, Nylon 

2 M8 NYLOC NYLOC SELF LOCKING NUT, ST STL A2 ISO 

13 M10 x 30 Bolt Hex, M10X30x[1.5], GR8.8 ZP 

13 M10 FW LHD WASHER, FLAT M10X28.5X2.5 

9 M10 FLANGE NUT Flange Nut, M10x1.5 G8.8 ZP 

12 M12X30 Bolt Hex, M12X30x1.75, GR8.8 ZP 

14 M12 FW LHD M12 FW Large Heavy Duty 

8 M12 FLANGE NUT Flange Nut, M12x1.75 G8.8 ZP 

2 M12 Nyloc nut M12 NYLOC NUT 

2 FB-IDM-RG-21-PR-ASM4 DMAX 21+ Tow Point Nut Plate 

2 NP-COM-M10-190-ASM0 M10 LOLLYPOP NUT PLATE 190MM LONG 
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TORO Fasteners ς Contained in Small Parts Kit Bag 

Qty Part Number Description 

41 M6x16 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M6X16X1 GR12.9, ISO4042 
ZnNi BLACK PASSIVATED FINISH 

41 M6 FLAT WASHER BLACK 
ZINC 

M6 Flat Washer, 12x6.1x1, ISO4042 ZnNi BLACK 
PASSIVATED FINISH 

22 M6 FLANGE NUT Flange Nut, M6x1 G8.8 ZP 

10 M6CN3MM CAGE NUT M6x2.6-3.5 

2 M8 X 20 HEX Bolt Hex, M8X20x1.25, GR8.8 ZP 

2 M8 X 16 BHCS BZP SCREW, BUTTON HEAD CAP, M8X16X1.25 GR12.9, 
ISO4042 ZnNi BLACK PASSIVATED FINISH 

8 M8 X 20 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M8X20X1.25, ISO4042 ZnNi 
BLACK PASSIVATED FINISH 

4 M8 X 30 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M8X30X1.25, ISO4042 ZnNi 
BLACK PASSIVATED FINISH 

4 M8 HD FLAT WASHER M8 FLAT WASHER - High Tensile 19x8x1.9mm 

4 M8 FLAT WASHER- BLACK 
ZINC 

M8 FLAT WASHER, 16.5x8.4x1.2, ISO4042 ZnNi BLACK 
PASSIVATED FINISH 

10 M8 HD FLAT WASHER - BZP M8 FLAT WASHER - High Tensile 19x8x2mm, ISO4042 
ZnNi BLACK PASSIVATED FINISH 

2 M8 NYW Washer, M8, Nylon 

2 M8 NYLOC NYLOC SELF LOCKING NUT, ST STL A2 ISO 

13 M10 x 30 Bolt Hex, M10X30x[1.5], GR8.8 ZP 

13 M10 FW LHD WASHER, FLAT M10X28.5X2.5 

9 M10 FLANGE NUT Flange Nut, M10x1.5 G8.8 ZP 

12 M12X30 Bolt Hex, M12X30x1.75, GR8.8 ZP 

14 M12 FW LHD M12 FW Large Heavy Duty 

8 M12 FLANGE NUT Flange Nut, M12x1.75 G8.8 ZP 

2 M12 Nyloc nut M12 NYLOC NUT 

2 FB-IDM-RG-21-PR-ASM4 DMAX 21+ Tow Point Nut Plate 

2 NP-COM-M10-190-ASM0 M10 LOLLYPOP NUT PLATE 190MM LONG 
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Blade Supplementary Parts Kit ς In the Box 

Qty Part Number Description Image 

1 B-1574 
D-MAX Blade Grille 

Infill 

 

1 B-1575 
D-MAX Blade Grill 

Infill Mount 
 

1 B-1576R 
D-MAX Blade Flare 

Endcap RH  

1 B-1576L 
D-MAX Blade Flare 

Endcap LH  

1 U-0113 
D-MAX Blade Lower 

Bash Plate 

 

1 
TK-FB-IDM-

RG-24 

Tape Kit - D-MAX 
24+, 3M5952, 
2x 30x6mm, 
 2x 50x6mm, 
2x 75x15mm 

N/A 

Blade Fasteners ς Contained in Small Parts Kit Bag 

Qty Part Number Description 

2 M6 X 12 HEX M6X12 HEX BOLT, ZP, 8.8 

4 M6x16 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M6X16X1 GR12.9, ISO4042 
ZnNi BLACK PASSIVATED FINISH 

2 M6 PANEL WASHER M6 PANEL WASHER - Stainless A2-70 G304 
M6x18x1.6mm 

4 M6 FLAT WASHER BLACK 
ZINC 

M6 Flat Washer, 12x6.1x1, ISO4042 ZnNi BLACK 
PASSIVATED FINISH 

2 M6 FLANGE NUT Flange Nut, M6x1 G8.8 ZP 

4 M6CN2MM CAGE NUT M6x1.6-2.5 

2 M8 X 20 BHCS BLACK ZINC SCREW, BUTTON HEAD CAP, M8X20X1.25, ISO4042 ZnNi 
BLACK PASSIVATED FINISH 

2 M8 FLAT WASHER- BLACK 
ZINC 

M8 FLAT WASHER, 16.5x8.4x1.2, ISO4042 ZnNi BLACK 
PASSIVATED FINISH 

2 M10X50X1.25 Bolt Hex, M10X50X1.25, GR8.8 ZP 

2 M10 FW LHD WASHER, FLAT M10X28.5X2.5 

2 P-0306 LC300 Inner Mount Spacer Block 

2 P-0394 8MM Circular Spacer Suit M12 Bolt 

2 NP-COM-M8-100-ASM0 M8 Nut Plate 100mm 
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The following tools will be required to install the product. 

Hand Tools Power Tools Workshop Equipment 

Metric Socket Set 10-19mm 
 

Socket Extension Bar 
 

Metric Spanner Set 10-19mm 
 

Hex (Allen) Key Set 4-6mm 
 

Trim Removal Tool 
 

Plastic Auto Trim Tool Set 
 

Flat Blade Screwdriver Set 
 

Phillips Head Screwdriver Set 
 

Utility Knife 
 

Side Cutters 
 

Pliers 
 

Wire Strippers 
 

Electric/Air Impact 
Driver (Optional) 

 
Soldering Iron 

 
Air hacksaw 

or 
Jigsaw 

or 
Multi-tool 

or 
Angle grinder 

Panel stand 
or 

Soft Blanket 
 

Lifting Trolley 
 

Isopropyl Alcohol 
 

Rag 
 

Cable Ties 
 

Marker pen 
 

Ruler 
 

Measuring tape 
 

Masking tape 
 

Electrical tape 
 

Heat shrink 
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It is the responsibility of the installer to always complete works in a safe manner. Make sure the 

following safety equipment is available and precautions are observed whilst fitting this product. 

 

Hearing Protection 

 

Always wear ear protection when using power 
tools. 

Eye Protection 

 
 

Ensure eye protection is always worn when 
cutting or drilling.  

Manual Handling 

 

Do not attempt to lift bar assemblies or rock 
sliders on your own.  

 
Always use two people to lift or use mechanical 

lifting aid such as hydraulic lifting trolley. 

Vehicle Support 

 

Always ensure vehicle is properly supported 
when working on it. Do not attempt to fit 
products whilst suspension work is being 
carried out. Do not work under a vehicle 

supported only by a jack. 
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1. Remove number plate from bumper and set aside. TOOLS REQUIRED 
 

Phillips head screwdriver 
 

FASTENERS  
 
 

 

  



Offroad Animal FB-IDM-RG-24-PR-ASM0 + FB-IDM-RG-24-PR-ASM3 D-MAX Blade
 Fitting Instruction Predator & Toro Front Bar 
 

REV B 13/10/2025 Page 14 of 86 

 

2. Remove the 2x rear bash plate bolts with a 6mm 
Allen key.  
 

3. Remove the 3x front bash plate bolts with a 5mm 
Allen key. 
 

4. Fully remove and discard the bash plate. 

TOOLS REQUIRED 
 

5mm hex/Allen key 
6mm hex/Allen key 

 

FASTENERS  
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5. Remove the bash plate front mount bracket by 
removing 2x 16mm hex bolts. 
 

6. Retain these bolts. 

TOOLS REQUIRED 
 

16mm socket/spanner 
 

FASTENERS  
 

2x factory 16mm hex bolts 
 

Retain for re-fitment 
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7. Open the Bonnet. 
 

8. Remove 2x plastic push clips holding the factory 
air intake scoop. To remove each push clip, lever 
the centre section upwards using a flat blade 
screwdriver or trim tool, as shown. Retain these 
clips. 
 

9. Remove the factory air intake scoop and set aside. 
Take car not to drop anything into the intake. 
 

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool  

FASTENERS  
 

2x plastic push clips 
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10. Remove 5x plastic push clips holding the radiator 
grille cover. Retain these clips. 
 

11. Pull upwards to remove the radiator grille cover 
and set aside.  

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool 

FASTENERS  
 

5x plastic push clips 
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12. Remove 6x plastic push clips holding the grille. 
There are 2x clips on the top edge, and 4x clips on 
the cross member on the inside of the grille. 

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool 

FASTENERS  
 

6x plastic push clips 
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13. On the underside of the bumper, remove 2x plastic 
push clips holding the bumper to the inner support 
brackets. These are located near where the factory 
tie down hook/s are on each side of the chassis. 
 

14. Retain these clips. 

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool 

FASTENERS  
 

2x plastic push clips 
 

Retain for re-fitment 
 

RH DRIVER SIDE SHOWN 
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15. In the front wheel well area, remove 1x 10mm 
flange nut and 1x plastic push clip holding the 
bottom of the bumper to the wheel arch liner and 
outer support bracket. Do this for both sides. 

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool 
 

10mm socket 

FASTENERS  
 

2x plastic push clips 
2x factory 10mm flange nuts 

RH DRIVER SIDE SHOWN 
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16. In the front wheel well area, remove 2x 8mm hex 
screws holding the flare to the bumper. Do this for 
both sides. 

TOOLS REQUIRED 
 

8mm socket/spanner 

FASTENERS  
 

4x factory 8mm hex screws 

RH DRIVER SIDE SHOWN 
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17. In the front wheel well area, remove 1x plastic 
push clip holding the flare to the where the front 
corner of the quarter panel would be. Retain this 
clip. 
 

18. Remove the 1x plastic push clip holding the front 
bottom end of the flare to the bumper. 
 

19. Do this for both sides. 

TOOLS REQUIRED 
 

Flat blade screwdriver 
or 

Trim tool 
 

FASTENERS  
 

4x plastic push clips 
 

Retain for re-fitment 
 
 

 

RH DRIVER SIDE SHOWN 
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20. Starting from the bottom, pull on the front of the 
flare and separate it from the bumper. 
 
Only the front section of the flare up to the quarter 
panel needs to be separated to allow the bumper to 
removed. 
 
If more of the flare is removed, then the double 
sided foam tape holding the flare to the quarter 
panel will need to be replaced.  

TOOLS REQUIRED 
 
 

FASTENERS  
 
 

RH DRIVER SIDE SHOWN 
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21. Unclip the LH corner of the bumper by pulling 
away and outwards from the outer corner, 
starting from the outside and working in. 
 

22. When bumper is loose, reach in and disconnect 
the 1x bumper harness connector located under 
the left-hand headlight. 
 

23. Unclip the RH corner, then fully remove the 
bumper from car and set aside. 

TOOLS REQUIRED 
 
 

FASTENERS  
 
 

 

 

Regular D-MAX 

bumper shown LH PASSENGER SIDE SHOWN 
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24. Remove the 4x 14mm hex bolts securing the 
impact beam to the chassis. 
 

25. Remove and discard the impact beam. Retain 
bolts for fitting of mounts. 
 
 

TOOLS REQUIRED 
 

14mm socket 
 

FASTENERS  
 

4x factory 14mm hex bolts 
 

Retain for re-fitment 
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26. Cut the cable ties and unplug the light bar from the 
body harness.  
 

27. Then remove the 2x 13mm hex nuts holding the 
light bar mounting bracket to the vehicle body. 
 

The nuts are located behind the body frame 
member and can be accessed with a socket wrench 
or offset ring spanner. 
 

28. Fully remove the light bar and its mounting bracket. 
The light bar shape is unsuitable for re-use in the 
Offroad Animal bull bar. 

TOOLS REQUIRED 
 

Side cutters 
 

13mm socket/spanner 

FASTENERS  
 

2x 13mm factory hex nuts 
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29. Remove the 3x 10mm hex bolts securing each 
outer bumper support bracket. 
 

30. Remove the 1x 10mm hex bolt securing each 
inner bumper support bracket. 
 

31. Remove and discard the bumper supports. 
 
 

TOOLS REQUIRED 
 

10mm socket/spanner 

FASTENERS  
 

8x 10mm factory hex bolts 

 

RH DRIVER SIDE SHOWN 
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32. Remove the 4x 16mm hex bolts (2x per side) holding 
the rear of the tow point assembly. 
 

33. Also unclip the harness from the tow point (see 
inset photo). 

TOOLS REQUIRED 
 

16mm socket/spanner 

FASTENERS  
 

4x factory 16mm hex bolts 
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34. Before removing all the tow point bolts, support the 
tow point assembly with a lifting trolley or similar as 
it is quite heavy. 
 

35. Remove 4x 18mm hex bolts holding the front of the 
tow point assembly (2x on underside, 1x on each 
side). 
 

36. Fully remove the tow point assembly from the 
vehicle. 

TOOLS REQUIRED 
 

Lifting trolley 
 

18mm socket/spanner 

FASTENERS  
 

4x factory 18mm hex bolts 
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37. Remove any leftover nutplates, flange nuts and/or 
spacers from the chassis where the tow point 
assembly was bolted to. 
 
 

TOOLS REQUIRED 
 
 

FASTENERS  
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38. The plastic air guide needs to be trimmed. Use a 
marker pen and mark the air guide using the above 
images as reference.  

TOOLS REQUIRED 
 

Marker pen 
 

FASTENERS  
 
 
 

 

View from outside, 

mark just outside of rib 
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39. Trim the plastic air guide with an oscillating multi tool 
or similar. 
 

40. Deburr the trimmed edges. 
 

41. Fit the plastic push clips retained from Step 13 back 
into the holes in the air guide where the light bar 
bracket was mounted to. 

TOOLS REQUIRED 
 

Multi-tool or similar 
 

Deburring tool or utility knife 

FASTENERS  
 

2x plastic push clips 
 

Retained from Step 13 
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Time to strip the bumper. 
 

42. Remove 2x 10mm flange nuts securing each fog light 
on the back of the bumper.  

TOOLS REQUIRED 
 

10mm socket/spanner 
 

FASTENERS  
 

4x 10mm flange nuts 

 

RH DRIVER SIDE SHOWN 
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43. Use a side cutter and cut off all the cable tie clips 
holding the fog light loom to the inside the bumper. 
 

44. Separate the fog light and loom and set aside for 
later. 

TOOLS REQUIRED 
 

Side cutters 
 

FASTENERS  
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45. Remove 11x Phillips head screws holding the grille 
to the back of the bumper.  
 

46. Fully separate the grille from the bumper. Discard 
the bumper.  

TOOLS REQUIRED 
 

Phillips head screwdriver 
 

FASTENERS  
 

11x factory Phillips head screws 
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47. The lower half of the grille needs to be cut off. Apply 
masking tape along the cut area.  
 

48. Use a marker pen and mark a cut line following notes 
above. More photos on next page showing cut line. 

TOOLS REQUIRED 
 

Masking tape 
Marker pen 

FASTENERS  
 
 

RH DRIVER SIDE SHOWN 

Parallel to this edge Mark exactly on this edge 

Parallel to this edge 

Stop at this corner (left), 

then go across horizontal 

to join up at next corner 


